


3/8" Cap Drill

AT252

3/8" Cap Drill

Raversible

Chuck Size; 38"
Free Speed: 2,000 rpm
Spindle Thread: 3/8" - 24 TP
MNet Weight: 0.91 ko

Owarall Length: 177mm

Avg Air Cons: 4.0 CFM

Adr Inlet; 174" NPT

3/8" Square Drive
Straight Buttesfly Contral

ATS511 1/2" Square Drive

Square Drive: 1/2"
Max Torgue: 230 ftlbs

311,88 Mm
MNet Weight: 1.98 kg
Owerall Length: 185mm
Avg Air Cons: 4.0 CFM
Adr Inlet: 1547 NPT

34" Impact Wrench  ATS13K

T Hammer

Kit Contains:

=1 ATEN

= Plaslic case

1 104™ bir driber

=1 Exl. bar

= lirDact sockels
9 by 27 ren

1/4" Die Grinder
{18" Eollet Dptional Extra)

AT127TK 1/4” Die Grinder Kit

Kit Contains:

-1 AT12T

- Plashc case

= Hand wranch

= 187 Collet chuck

= 14" & 118" Mouried poinis

- 114" Mala Atsng
1/4" Right Angle  ATT8K 1/4" Right Angle
Die Grinder Die Grinder Kit
Kit Contains:
.1 ATHE

= Piasbic case

= fipcs 14" Mounied paints
- Gpes 108" Mouniled paints
» Spanner wrench

= 108" Collet chuck

= 1™ Male filsng

AT404-8 800 rpm Screwdriver

Reversible

Capacity: 8mm
Free Speed: 500 rpm
Drive: 114" Hex

MNet Weight: 1.23 kg
Owvarall Length: 203mm
Avg Alr Cons: 4.5 CFM
Adr Inlet: 1047 NPT

Specifications May Change Without Motice

AT237 1/2" Cap Drill

Raversible

Chuck Skze: 1/2"
Free Spead: 800 rpm
Met Weight: 1.23 kg
Spindle Thread: 38 - 24 TRI
Owerall Length: 215mm

Avg Air Cons: 4.0 CFM

Alr Inlet; 1/4" NPT

ATG00 3/4" Square Drive

Square Drive: 3147
Max Torque; 500 fL|bs

B78 Mm
Net Welght: 5.00 kg
Cwearall Length: 431mm
Avg Abr Cons: 6.0 CFM
Air Infet: 147 NPT

112" Square Drive Impact Wrench Kit

The Ajaxf‘“

Range Of Air Tools

AT18K-29

Kit Contains:
=1 AT18
= Plastic case
-5x 2" 4 5 u 3 Sanding dscs.
= 10% 14" & 18
Mounted Poirts
= Span rar weanch
= 118" Collel chisch
1id™ bl g
- & Pad hoiclars
3" & 2" Roloc™ Pads

1/4" Right Angle
Die Grinder Kit

AT406 800 rpm Screwdriver

Capacity: Gmm
Free Speed: 1,100 rpm
Drive: 1/47 Hex

MNet Welght: 1.20 kg
Owarall Length: 160mm
Avg Alr Cons: 50 CFM
Alr Inlet: 1/8" NPT



£ Endoavour Tools Py Lid 21004

Rafchet Wrenches @ The A] & X™ Range Of Air Tools

3/8" Square Drive
Rachet Wrench

112" Square Drive
Ratchet Wrench

Drive; 1027
oroue: 50 fi.kbs
- B7.80 Nm

6" Dual Action
Sander

'

Froa Spead: 8,000 rpm

Met Weight; 1.86 kg
Owarall Length: 222mm
Avg Air Cons: 4.5 CFM
Alr Inlet: /4° NPT

10mm
Belt Sander

801 Threadsetting
Tool

= N
)

ATB02 Threadsetting

Thread Size: M5 & M&
Free Speed: 1,500 rpm

Ajr Pressure: 80 pai Air Pressure: 90 psi
Min Hose Size: 3/8° or 10mm Min Hose Size: 38" or 10mm
Awg Air Cons: 5.0 CFM Avg Air Cons: 5.0 CFM

Aiir Inlet: 174 NPT

AT378K 3/8" Square Drive
Kit Contains: Rachet Wrench Kit
=1 AT3TB

- Plastic case

=1 il can

= 1 Extisnaann bar

=1 Universal adaptor

=1 Exl. bil holder

=3 Bits

=1 14" NPT maie fifing

- Sockets: 8mm. 11mm, 12mm,
13mm;, H4mm, 17mm, 1%mm

AT38TK 1/2" Square Drive
Ratchet Wrench Set

Kit Contains:

- 1 ATI8T

= Plasiic case

=1 Qil can

=1 Extensian bar

=1 Liniveersasl sdaptor

-1 Ext. it hobder

=1 Bits

=1 14" NPT male filling

- Sockets: 9mm, 11mm, 12mm,
13mm, 14mm, 17mm, 19mm

4" Angle Grinder

Disk Siza: 47

Free Speed: 11,000 rpm
Net Weight: 1.82 kg
Overall Length: Z2Bmm
Avg Alr Cons: 6.0 CFM
Air Infet: 114 NPT

AT wire cup brush may ba
ussd wilh this angla grnder
Warnire, Tha fned speed ol
this Angle Grnder must

nod excead tha 'rated’
speed of the wire brush beng used

20mm
Belt Sander

AT713

Belt Siza: 20mm » 520mm
Belt Speed: 18,000 rpm
Net Weight: 0.90 kg

Avg Alr Cons: 6.0 CFM
Aijr Inlet: 1/14° NPT

AT281 Tamper/Needle

Scaler

Bore Diameter: 19.05mm
Blows Per Min: 4,500
Stroke Length: 27Tmm
Net Walght: 2.82 kg
Ovarall Length: d&tmm
Avg Air Cons: 5.0 CFM
Afr Inlet: 1/4° NPT

ATB03 Threadsetting

Tool Tool

Thread Size: M8 & M10
Free Spead: 400 rpm

Adr Inlet: 1147 NPT

Speciflcations May Change Without Motice

The Ajaxﬂ"

Range Of Air Tools

AT313

Cutting Cap. Mild Steel: 1 5mm
Aluminum: 3.2mm

Strokes Per Minute: 10 000

Met Weight: 065 kg

Avg Air Cons: 6.0 CFM

Air Inlet: 174 NPT

AT132 Flux Chipper

BloniMin: 4,800
Stroke Length: 28mm
Bora Diamaeter: 25 5mm
MNet Weight: 1.70 kg
Overall Length: 300mm
Avg Air Cons: 6.0 CFM
Alr Inlet: 1/4° NPT

AT203 Caulking Gun

Matal Body

Bore x Tube Length: 50 x 216mm
Air Prassura: 30 - G0 psi

Owerall Length: 304mm

Avg Air Cons: 6.0 CFM

Air Inlet; 1/4" NPT

From ENDEAVOUR TOOLS



906 Engine Cleaner

Suction Type
Comen with Hoss

Grease Gun Kit

Kit Contains:

= Alr Graase Gun

= Coipler 104° NET

= Hexagonal Spout

= 8" High Pressure
Mytan Hose

- Alr Nipple

Air Hammer
Palm size vibrating hammar

BlowMin: 1,000
 Net Welght: 0.91 kg
Dwverall Length: 92mm
Avg Alr Cons: 4.0 CFM

Afr Inbat: 1747 NPT

Engine Cleaner| Engraver | Sand Blaster

= Laver Action Gun Head
= Conlamer Tube Adapbar

ATESO03 Air Engraving AT909K Sand Blaster Kit
Stylus = Lever Action
= Nozzla Attachmant
Diamater: 3/8"

Overall Length: 247mm
Avg Air Cons: 7.0 CFM
Ajr inlel: 1/4° NPT

Kit Contains:

- Sandbiaster Gun with

= 10" Siphon Hose

= Aspirator Tubes

- 3 Additionad Air Nozzles

- Ky Wrench and Packing

Net Weight: 0.24 kg
Overall Length: 160mm
Air Inlet: 1/4° NPT

Kit Contains:
AT103K = AT103 Riveber
Blind Riv St - Plastic Carry Case

- 1 Valve Pusher Complete

- 1 Hose 516" Conneclion

= 1 Jaw Pusher Spring

- 2 Return Springs

= 1 Qiiler, Blow Case, Jaini Nut,

Capacity: 3/16" max
Air Prassure; B0 psi
Net Walght

[Rivet Gun): 1.68 kg

Owarall Length: 298mm O-rings

:!ﬁrl::tcﬁ:EN4P§ CFM - Mosepiece: 332", 1187, 532", 316"}
: - Rivets: 15pcs 3327, 15pcs 16", M
Rivat Slzes: 18pcs 5/32°, 15pcs W16"

2", 1087, GrE2" Al Materials

et e e - Spanner Gauge (14mm, 17Tmm}

- Spanner {10mm, 15mm, 24mm)

The AjaX“‘

Range Of Air Tools

ATZ217

ATD2 Air Hose Reel
Balancer, 0.6 kg - 1.5 kg

Capacity: 0.6 - 1.5 kg
Work Air Pressure: 7 kKglorm
Tube Length: 90 cm - 200 cm
MNel Weight: 0.8 kg
Qvarall Length: T00mm
Alr Inlet: 174" NPT

Air Hammer
Complete with 4 Chisel Set

Shank Opening: 10.2mm
Blow!Min: 4 500

Bore Diameter: 19.05mm
MNet Weight: 1.14 kg
Ovarall Length: 190mm
Avg Alr Cons: 4.5 CFM
Air Intet: 1047 NPT

ATO1 Spring Balancer,
0.6 kg - 1.5 kg

Capacity: 06 kg - 1.5 kg
Line Length: 1000mm
Met Welght: 0.5 kg

AT03 Spring Balancer,
1.5 kg -3.0 kg
Capacity: 1.5 kg - 3.0 kg

Line Length: 1000mm
Mot Weaight: 0.5 kg

AT2311 ATT025 ATZ2281 AT3137
Chisel Hammer Mini Qiler Needles Flexible Rubber
Quick Change = Air inlet: 114" NPT - To Suit ATZ281 Backing Pad
Retaining Spring - Air Quilet; 1/4" NPT - Flat Needles - B Sanding Pads

- Brass Body = Ninetean {19) per sol - Spandle: 516" x 24 TP

s
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